


Chapter 1 Line-Gene 9600 Series Line-Gene 9600 Series (ot (5a!

Real-Time PCR Detection System Real-Time PCR Detection System

Interface Introduction: Specification:

96-Well Microplate, 12x8-strip,

Sample Capacity
96x0.2ml (Bottom Transparent)
Dynamics Range 10~10"Copies
Excitation Wavelength 300-800nm
Emission Wavelength 500-800nm
F1:FAM, SYBR Green 1 F1:FAM, SYBR Green 1
Software Programming - ‘ = FIFAM, SYBR Green ] pp.vic, HEX, TET, JOE F2:VIC, HEX, TET, JOB
e F1:FAM, SYBRGreen]  py-yyc, HEX, TET, JOE
Well and Dye Setting | i F3:.CY3 ,NED, TAMRA, F3:CY3 ,NED, TAMRA,
Detected  Fluorescence G Lt Uil F3:CY3 NED, TAMRA.  p4ROX, THXAS-RED F4ROX, TEXAS-RED
FAROX, TEXASRED pscys P
F6:LightCycler Red Fé:LightCycler Red
F7,F8 for Customized

4~ 105 C (Minimum Increment : 0.1 C)

el Ui, [Rge SOAK Low Temp. Conservation Function

Heating/Cooling Rate 40°7C/s

Temp.Control Accuracy <+0.1°C




